
MODEL:  2021 Cherokee 3.2 AT 948TE 4wd 

RECOMMENDED MAINTENANCE   

AS PER FIAT CHRYSLER CANADA     BELANGER CHRYSLER DODGE JEEP RAM INC. 

GUIDE

MO KMS MAINT.

6 8,000 2

12 16,000 2

18 24,000 2

24 32,000 3

30 40,000 2

36 48,000 4

42 56,000 2

48 64,000 3

54 72,000 2

60 80,000 2

66 88,000 2

72 96,000 5

78 104,000 2

84 112,000 2

90 120,000 2

96 128,000 3

102 136,000 2

108 144,000 4

114 152,000 2

120 160,000 3, A, C

126 168,000 2

132 176,000 2

138 184,000 2

144 192,000 5

150 200,000 2

156 208,000 2

162 216,000 2

168 224,000 3

174 232,000 2

180 240,000 4, C

186 248,000 2

192 256,000 3

Maintenance Service #2
Change engine oil and engine oil filter

Peace of mind and brake inspection

Check & adjust all fluid levels and lubricate as needed

Inspect battery, clean and tighten terminals if req'd

Rotate tires and check tire pressure

Maintenance Service #3
Change engine oil and engine oil filter

Peace of mind and brake inspection

Check & adjust all fluid levels and lubricate as needed

Service battery and terminals if req'd

Brake service and lube caliper slides if req'd

Rotate tires and check tire pressure

Replace the cabin air filter

Maintenance Service #4
Change engine oil and engine oil filter

Peace of mind and brake inspection

Inspect battery, clean and tighten terminals if req'd

Check & adjust all fluid levels and lubricate as needed

Rotate tires and check tire pressure

Replace engine air filter

Maintenance Service #5
Change engine oil and engine oil filter

Peace of mind and brake inspection

Check & adjust all fluid levels and lubricate as needed

Service battery and terminals if req'd

Brake service and lube caliper slides if req'd

Rotate tires and check tire pressure

Replace the cabin air filter

Replace engine air filter

Maintenance Service #A (Every 160,000 km)
Replace pcv valve

Replace spark plugs (mileage based only)

Replace intake manifold gasket (when replacing spark plugs)

Maintenance Service #C (max. 10 yr. or 240,000 km)
Flush and replace engine coolant *

Guide is based on Fiat Chrysler Canada factory required maintenance. Change Engine Oil & Filter when prompted by Indicator system. Under no circumstances should oil change interval
exceed 16,000 km or 12 months, whichever comes first. Other services: * Not to exceed 120 mo. or 240,000 km. 1/22/2021 © Advanced Automotive Production Systems Ltd.
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